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Flow Meters for monitoring and regulating flow through mold.

Easy clean capability without
dismantling (access to tube
through removable top plug.)

•Up to 210ºF/ 100ºC
•180 P.S.I.
•Manifold blocks made from tough Glass-filled
nylon
construction. Aluminum side plates.
•May be used with ethylene glycol
• from Glass filled nylon
•Cleaning brush included.
•Brass valves (push-lock)
•Temp gauge in each tube 0 to 220ºF
•Flow rate: 0 to 2.65 G.P.M. (10 liter/ min.)

0 to 5.3 G.P.M. (20 liter/ min.)
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The compact, simple-to-operate device for
heating and maintaining constant mold temperature.
It can be difficult to settle a mold into a steady-state
condition. Now with the innovative mold temperature
regulator, your work is done by your new best friend.
You can heat your mold using otherwise wasted
energy, and the mold temperature regulator holds
your temperature on point regardless of variables
thrown its way.

Unlike conventional mold
temperature controllers. This requires no
power to operate, relying instead on the
tried and true laws of physics to
modulate the temperature of molds.
The mold temperature regulator
indirectly controls mold temperature by
modulating the rate of flow of coolant
through the mold. It installs, powerfree,
right on the coolant line exiting the
mold. On a basic level, it's really just a
fancy thermostat - faster flow removes
more heat, cooling the mold; slow flow
removes less heat, heating the mold.

On a more technical level, the
mold temperature regulator uses
thermal expansion with a proprietary
heat exchange fluid. The user picks a
setpoint with a dial on the mold
temperature regulator; a conical valve
moves toward or away from the seat to
modulate flow, depending upon the
setpoint. And the device is designed
with controlled flow, so that some fluid
is always flowing through the mold
temperature regulator - that is, you can't
shut off coolant flow with the mold tem-
perature regulator. The temperature dial
on the current mold temperature
regulator allows water temperature
setpoints from 80ºF to 120ºF.

% It's unaffected by pressure changes.

% It's unaffected by supply water
temperature changes.

% It reduces the headaches of maintaining
different temperature zones.

% It's nearly maintenance free.

% It saves you money up front and
conserves energy year-round.

Automatically Adjusts For Variations
In Injet Water Temperature and Pressure.

Part # Inlet/Outlet Width Length Height PSI Weight Price
WDT2N2N4 1/4" NPT inlet and 1/2" NPT outlet 2.95" 6.02" 1.72" 150 3 lbs. $418.80
WDT2S2P2 1/4" quick-connect coupler and plug 2.95" 6.02" 1.72" 150 3 lbs. $436.80
WDT2S3P3 3/8" quick-connect coupler and plug 2.95" 6.02" 1.72" 150 3 lbs. $436.80
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General Description
Smartflow® flow regulators provide a unique, leak-free, singlepoint manual flow control. This regulator
incorporates the proven mechanical flowmeter and integral needle valve in a compact design. Very few
moving parts improve reliability and leak-free operation. Used singly or in combination with a water
manifold, the flow regulator allows manual control of individual cooling water lines. Brass valve, EPDM o-
rings,and polysulfone viewing window are compatible with most process liquids. Optional temperature
gauge may be added for additional process control information. Brass quick-connect fittings are available.
Features and Benefits
• Compact size works well in restricted-space locations.
• Rugged construction gives years of dependable service.
• 240°F (115°C) Temperature Rating allows installation into a wide range of applications.
• Optional Temperature Gauge displays additional process information.
• No Mounting Restrictions ease installation in any position without extra brackets or hardware.

Part# Description Price
FR2B15 Flow Regulators -1/4 NPT, 1.5 GPM, includes thermometer $192.55
FR3B15 Flow Regulators -3/8 NPT, 1.5 GPM, includes thermometer $192.55
FR4B15 Flow Regulators -1/2 NPT, 1.5 GPM, includes thermometer $192.55
FR2B25 Flow Regulators -1/4 NPT, 2.5 GPM, includes thermometer $168.00
FR3B25 Flow Regulators -3/8 NPT, 2.5 GPM, includes thermometer $168.00
FR4B25 Flow Regulators -1/2 NPT, 2.5 GPM, includes thermometer $168.00
FR2B100 Flow Regulators -1/4 NPT, 10 LPM, includes thermometer $168.00
FR3B100 Flow Regulators -3/8 NPT, 10 LPM, includes thermometer $168.00
FR4B100 Flow Regulators -1/2 NPT, 10 LPM, includes thermometer $168.00

Wetted Parts and Materials
End Caps & Regulator Body ....................Brass
Flow Body ......................................Polysulfone
Vane ....................................Glass-Filled Nylon
Spring ........................................Stainless Steel
O-Rings ....................................................EPDM
Cap Screws................................Stainless Steel
Optional Quick-Connect Fittings ............Brass
Specifications
Flow Accuracy..........................±10% full scale
Operating Temperature ..................240°F max.

(115°C max.)
Operating Pressure ......................150 psi max.

(10.3 bar max.)
Dial Thermometer ............................0° to 250°F

(-20° to 120°C)
±2% accuracy (full scale)
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High performance Rare Earth magnet
water filter removes Ferrous contaminant
from cooling lines... reduces down-time,
line blockage and increases chiller and
temperature controller life.

The RARE EARTH ADVANTAGE
Micromag has numerous advantages:-
• Sub micron filtration efficiency; if the particle is magnetic,
the Micromag will remove it.

• No loss of fluid due to changing oil-sodden cartridges.

• No pressure drop, even when fully loaded with contamination
due to the patent-pending magnetic circuit design.

• No consumables required... ever! Once purchased the unit
does not require ongoing spend, resulting in lower operating costs.

• No maintenance required, only periodic operator intervention to clean.

• Reduced environmental impact, all you are left with is metallic material,
- no need to dispose of dirty cartridges!

• Capable of removing abrasives & non-magnetic material
by means of heterocoagulation.

• Reduced downtime, increased productivity.

• Visual inspection of fluid being filtered.

Styrene Acrylo Nitrile
(SAN) filter housing

Easy-clean useability
allows the core to be
cleaned rapidly at the
machine.

‘Rare Earth’ high
intensity magnetic
core with stainless
steel sleeve.

Anodised
Aluminium
Lid

patent-pending
magnetic circuit
design Powerful Rare Earth

magnet traps ferrous
contaminant. Smooth
Stainless core provides
easy-clean useability.



Ancillary EQUIPMENT
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The PROCESS
Contaminated fluid enters the inlet port, where it is equally dispersed
via the unique tapered radial flow channels. It is these channels that
slow the fluid down. Fluid then passes down the outside of the centrally
mounted ‘Rare Earth’ magnetic core. It is here where particle capture is
achieved resulting in excellent filtration efficiency.
As more particles are attracted, the magnetic flux circuit geometry
generates a controlled build up of contamination. It is this flux circuit
that ensures that the filter can never block, irrespective of contamination
loading allowing fluid to flow freely down the remaining open channels.
The filtered fluid then flows through return slots that are located in the
lower section of the magnetic core and up through the centre where fluid
exits via the outlet port.

Filtration CAPACITY
Micromag may be compact in size but has massive holding
capacity. No filter can match it’s capability with the units holding
900g, 1800g & 3800g of contamination respectively, resulting in less
downtime and increased production!

Using the supplied cleaning tool, a fully contaminated core
can be cleaned in under 30 seconds! leaving you with only
metallic particles, which can be easily disposed of- no dirty
cartridges!

Contaminated core Cleaning core Clean core

Cleaning

Tapered radial
Flow Channels

Filtered Fluid
Central return

Spare Cleaning Tool
part#MM5CT $28.70

Bowl Spanner
(model 5 only)

part#MM5SP $21.53

Core Cleaning Post
part#MM5CCP $35.88

Adaptors
part#MM5ADP $40.66

Mounting Bracket
(model 5 only)

part#MM5MB $26.30

Viton O-ring
(model 5 only)

part#MM5OR $23.92

5” - 900g
part#MMREF5

$705.53

10” - 1800g
part#MMREF10

$1,183.85

20” - 3800g
part#MMREF20

$1,805.66
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’ Remember to Add “R” for Red or “B” for Blue to end of Part#
Part No. Dimensions Refer To Drawing Above. wght Price Each
No. Of Ports A B C D E F G H lbs. 1-10 11-25 26+

4 In Line

AM101’ 4 1⁄4 7.4 1.75 2.25 1.87 3.8 0.27 1" 3 $48.29 $44.86 $41.20

AM102’ 4 3⁄8 7.4 1.75 2.25 1.87 3.8 0.27 1" 3 $48.29 $44.86 $41.20

AM103’ 4 1⁄2 8.5 1.75 2.25 2.25 4.5 0.27 1" 3 $52.31 $48.59 $44.63

AM104’ 4 3⁄4 8.5 1.75 2.25 2.25 4.5 0.27 1" 3 $52.31 $48.59 $44.63
4 x 4 at 90º

AM101-90’ 8 1⁄4 7.4 1.75 2.25 1.87 3.8 0.27 1" 3 $55.25 $51.32 $47.14

AM102-90’ 8 3⁄8 7.4 1.75 2.25 1.87 3.8 0.27 1" 3 $55.25 $51.32 $47.14

AM103-90’ 8 1⁄2 8.5 1.75 2.25 2.25 4.5 0.27 1" 3 $59.28 $55.06 $50.57

AM104-90’ 8 3⁄4 8.5 1.75 2.25 2.25 4.5 0.27 1" 3 $59.28 $55.06 $50.57
6 In Line

AM107’ 6 1⁄4 11.9 1.75 2.25 1.87 7.5 0.27 1" 5 $61.73 $57.34 $52.66

AM108’ 6 3⁄8 11.9 1.75 2.25 1.87 7.5 0.27 1" 5 $61.73 $57.34 $52.66

AM109’ 6 1⁄2 13.8 1.75 2.25 2.25 9.1 0.27 1" 5 $66.13 $61.44 $56.42

AM110’ 6 3⁄4 13.8 1.75 2.25 2.25 9.1 0.27 1" 5 $66.13 $61.44 $56.42
6 x 6 at 90º

AM107-90’ 12 1⁄4 11.9 1.75 2.25 1.87 7.5 0.27 1" 5 $76.28 $70.86 $65.08

AM108-90’ 12 3⁄8 11.9 1.75 2.25 1.87 7.5 0.27 1" 5 $76.28 $70.86 $65.08

AM109-90’ 12 1⁄2 13.8 1.75 2.25 2.25 9.1 0.27 1" 5 $80.70 $74.96 $68.84

AM110-90’ 12 3⁄4 13.8 1.75 2.25 2.25 9.1 0.27 1" 5 $80.70 $74.96 $68.84
8 In Line

AM111’ 8 ¼ 14.9 1.75 2.25 1.87 11.3 0.27 1" 7 $73.43 $68.21 $62.64

AM112’ 8 3⁄8 14.9 1.75 2.25 1.87 11.3 0.27 1" 7 $73.43 $68.21 $62.64

AM113’ 8 1⁄2 17.5 1.75 2.25 2.25 13.5 0.27 1" 7 $80.72 $74.98 $68.86

Custom Manifolds are available in a few days! Fax us your sketch.

4 x 4 at 90º

4 In Line

% Rated to: 1000 PSI - Air
3000 PSI - Hydraulic

% Heavy wall extruded
6061 aluminum

% No welds! No rust!

% Very low cost
% Custom Manifolds available
in a few days

% Easy to clean
% In-stock, same-day shipment!

Our aluminum manifolds offer many advantages over welded steel or pipe manifolds.
These manifolds have no welds or seams of any kind and cannot rust, they will offer
many years of trouble-free service. The heavy wall extrusion will withstand extreme
abuse and the round center hole permits easy
cleaning. We will custom make manifolds to
your dimensions in just a few days. Compare
the features and price to anything else and
you'll understand why our manifolds are the
new standard for molders from Coast-to-Coast!
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Custom Manifolds

Available Upon Request.
Affordable Price

Quick Turn-A-Round
Call Today!

Part No. Dimensions Refer To Drawing Above. wght Price Each
No. Of Ports A B C D E F G H lbs. 1-10 11-25 26+

4 In Line
AM105 4 1/2 8.5 2.2 2.75 2.25 5.4 .265 1 1/4" 5.00 $64.02 $59.47 $54.61
AM106 4 3/4 8.5 2.2 2.75 2.25 5.4 .265 1 1/4" 5.00 $66.55 $61.82 $56.77

4 x 4 at 90º
AM105-90 8 1/2 8.5 2.2 2.75 2.25 5.4 .265 1 1/4" 5.00 $70.98 $65.94 $60.55
AM106-90 8 3/4 8.5 2.2 2.75 2.25 5.4 .265 1 1/4" 5.00 $73.51 $68.29 $62.71

6 In Line
AM109-3 6 1/2 13.8 2.2 2.75 2.25 5.4 .265 1 1/4" 8.00 $90.38 $83.96 $77.11
AM110-3 6 3/4 13.8 2.2 2.75 2.25 5.4 .265 1 1/4" 8.00 $92.92 $86.32 $79.27

6 x 6 at 90º
AM109-93 12 1/2 13.8 2.2 2.75 2.25 5.4 .265 1 1/4" 8.00 $104.95 $97.49 $89.53
AM110-93 12 3/4 13.8 2.2 2.75 2.25 5.4 .265 1 1/4" 8.00 $107.48 $99.84 $91.69

8 In Line
AM115 8 1/2 17.5 2.2 2.75 2.25 14.4 .265 1 1/4" 10.00 $106.79 $99.19 $91.10
AM116 8 3/4 17.5 2.2 2.75 2.25 14.4 .265 1 1/4" 10.00 $109.32 $101.54 $93.26

8 x 8 at 90º
AM115-90 16 1/2 17.5 2.2 2.75 2.25 14.4 .265 1 1/4" 10.00 $126.41 $117.42 $107.84
AM116-90 16 3/4 17.5 2.2 2.75 2.25 14.4 .265 1 1/4" 10.00 $128.94 $119.77 $110.00






































































































































































