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APPLICATIONS ENGINEERING
CUSTOMER DESIGN CRITERIA
Tool delivery is based upon receipt of this completed document at D-M-E.

AE004.21
05-26-04
*BLUE AREAS ARE FOR DME USE ONLY*


CUSTOMER NAME:

     

DATE

     
ACCOUNT  #

     
VERFIED BY:
 FORMDROPDOWN 


CONTACT NAME:

     

PHONE #

     
FAX #

     


DME STAT #

     
QUOTE #

     
P.O. #

     
JOB #

     
MATERIAL – SEE PAGE 4 NOTES

GENERIC NAME:      
BRAND NAME:      
PROCESS TEMP:              FORMCHECKBOX 
 °F   FORMCHECKBOX 
 °C

(SEE PAGE 4 FOR PART WEIGHT

AND FLOW CAPACITIES)

Z  DIM:      
(GATE TO TOP OF MOLD STEEL)
CUSTOMER EMAIL ADDRESS:

     
FORMAT:  FORMCHECKBOX 
 DXF   FORMCHECKBOX 
 IGES   FORMCHECKBOX 
 DWG


[image: image3.png]s
S
1177/

- D-M-E



[image: image4.png]s
S
1177/

- D-M-E



[image: image5.png]s
S
1177/

- D-M-E



[image: image6.jpg]


[image: image7.jpg]


STELLAR QUICK DELIVERY SYSTEMS
STELLAR 2 ROUND MNAs - MANIFOLD OPTIONS

STELLAR 2 RECTANGLAR MNAs - MANIFOLD OPTIONS


Return completed form to D-M-E Company – Madison Heights, MI. email address: appl_eng@dme.net
                                                                                                                            fax #: 248-544-5707

DELIVERY SCHEDULE: Stellar 2 (5 days) following receipt of all customer information.


 


NOZZLE
TIP
A
Stellar 2

C
Stellar 2

LP

Item No
Item No




SXY8065
SXG4010 POINT
65.10
31.12
47.63

SXY8085

85.10
51.12
73.03

SXY8105

105.10
71.12
85.73

SXY4065
SXT1040 SPRUE
65.10
31.12
47.63

SXY4085

85.10
51.12
73.03

SXY4105

105.10
71.12
85.73

NOTE: Dimensions in brackets are in inches. All others are in millimeters.



ROUND ASSEMBLY SELECTION CHART

DESCRIPTION
REFERENCE ASSEMBLY NUMBER
MNA
NOZZLE
TIP
LOCATING RING
MANIFOLD EXTENSION NOZZLE
TERMINAL BOX

Round
Item No.
Item No.
Item No.
Item No.
Item No.
Item No.
Item No.

4-Drop 40mm    90 Degree
SRD4004-2-0808P065N
SRD4004
SXY8065
SXG4010 POINT
SXL1101
SXX1010
PTC-8-TB-TS


SRD4004-2-0808P085N

SXY8085






SRD4004-2-0808P105N

SXY8105






SRD4004-2-0808S065N

SXY8065
SXT1040 SPRUE





SRD4004-2-0808S085N

SXY8085






SRD4004-2-0808S105N

SXY8105





4-Drop 40mm    45 Degree
SRD4004-2-0808P065F

SXY8065
SXG4010 POINT





SRD4004-2-0808P085F

SXY8085






SRD4004-2-0808P105F

SXY8105






SRD4004-2-0808S065F

SXY8065
SXT1040 SPRUE





SRD4004-2-0808S085F

SXY8085






SRD4004-2-0808S105F

SXY8105





4-Drop 70mm      90 Degree
SRD7004-2-1012P065N
SRD7004
SXY8065
SXG4010 POINT





SRD7004-2-1012P085N

SXY8085






SRD7004-2-1012P105N

SXY8105






SRD7004-2-1012S065N

SXY8065
SXT1040 SPRUE





SRD7004-2-1012S085N

SXY8085






SRD7004-2-1012S105N

SXY8105





4-Drop 70mm      45 Degree
SRD7004-2-1012P065F

SXY8065
SXG4010 POINT





SRD7004-2-1012P085F

SXY8085






SRD7004-2-1012P105F

SXY8105






SRD7004-2-1012S065F

SXY8065
SXT1040 SPRUE





SRD7004-2-1012S085F

SXY8085






SRD7004-2-1012S105F

SXY8105





8-Drop 70mm
SRD7008-2-1012P065
SRD7008
SXY8065
SXG4010 POINT

SXX1012
PTC-12-TB-TS


SRD7008-2-1012P085

SXY8085






SRD7008-2-1012P105

SXY8105






SRD7008-2-1012S065

SXY8065
SXT1040 SPRUE





SRD7008-2-1012S085

SXY8085






SRD7008-2-1012S105

SXY8105






RECTANGULAR ASSEMBLY SELECTION CHART
DESCRIPTION
REFERENCE ASSEMBLY NUMBER
MNA
NOZZLE
TIP
LOCATING RING
MANIFOLD EXTENSION NOZZLE
TERMINAL BOX

Rectangular
Item No.
Item No.
Item No.
Item No.
Item No.
Item No.
Item No.

8-Drop 30mm    Horizontal
SRC3308-2-1012P065H
SRC3308
SXY8065
SXG4010 POINT
GXL2001
SXX1010
PTC-12-TB-TS


SRC3308-2-1012P085H

SXY8085






SRC3308-2-1012P105H

SXY8105






SRC3308-2-1012S065H

SXY8065
SXT1040SPRUE





SRC3308-2-1012S085H

SXY8085






SRC3308-2-1012S105H

SXY8105





8-Drop 30mm    Vertical
SRC3308-2-1012P065V

SXY8065
SXG4010 POINT





SRC3308-2-1012P085V

SXY8085






SRC3308-2-1012P105V

SXY8105






SRC3308-2-1012S065V

SXY8065
SXT1040 SPRUE





SRC3308-2-1012S085V

SXY8085






SRC3308-2-1012S105V

SXY8105





16-Drop 30mm

Version 1
SRC3316-2-1012P065A
SRC3316
SXY8065
SXG4010 POINT


PTC-24TBG-TS


SRC3316-2-1012P085A

SXY8085






SRC3316-2-1012P105A

SXY8105






SRC3316-2-1012S065A

SXY8065
SXT1040 SPRUE





SRC3316-2-1012S085A

SXY8085






SRC3316-2-1012S105A

SXY8105





16-Drop 30mm

Version 2
SRC3316-2-1012P065B

SXY8065
SXG4010 POINT


(2) IMB-1200


SRC3316-2-1012P085B

SXY8085






SRC3316-2-1012P105B

SXY8105






SRC3316-2-1012S065B

SXY8065
SXT1040 SPRUE





SRC3316-2-1012S085B

SXY8085






SRC3316-2-1012S105B

SXY8105





NOTES:
1. These systems are designed to process materials that do not contain fillers or flame retardants.

2. Maximum process temperature = 600° F/315° C.

3. Maximum part weight allowed:

SEE CHART BELOW

4. Z dim is determined based on nozzle cold tip length and expansion factor.

5. Nozzle plate thickness is determined based upon 

      Z dim.
6. Manifold Extension Nozzles have both ¾ and ½ spherical radius.

7. These systems are supplied assembled, wired, and tested.

8. ø7/8 leader pins are provided at standard locations.

9. These systems are designed to operate at 240 volt/ 3-phase.

10. S1 screws are ½-13 SHCS. 

11. Refer to Stellar Quick Delivery Systems brochure and MNA Design & Assembly guides for additional information.

Gating Style
Flow Capacity in Grams


Gate Diameter
Low Viscosity

MFI >16
Medium Viscosity

MFI 7-16
High Viscosity

MFI .02-7

Stellar Point Gate Tip


1.0mm/0.040in
12
12
5


1.5mm/0.060in
16
16
12

Stellar Sprue Gate Tip


2.0mm/0.080in
40
30
20

� EMBED PBrush  ���








4-Drop 40mm 45°






































4-Drop 40mm 90°





8-Drop 30mm Vertical























NOTE TO CUSTOMER: This form contains a series of gray text fields and check boxes. Please click in each field and enter the required data or make a selection from the options shown. Email back to sender once you are complete. This will keep the verification and design process moving forward.





� EMBED PBrush  ���





8-Drop 70mm 





4-Drop 70mm 90°








8-Drop 30mm


Horizontal





4-Drop 70mm 45°





� EMBED PBrush  ���





16-Drop 30mm





NOTE:


Sheet #1 MUST be completely filled out and returned to D-M-E in order to proceed. Please refer to all information on following pages prior to completing this form.





� EMBED PBrush  ���





TOP OF MOLD





Metric Calculation


Z = C + [(process temp °C – 20) x (0.00016)] x A





Stellar 2


Fixed Nozzle Plate Thickness 60.32 [2.375]





C


(Nozzle Cold Tip)  





Z


(Gate to top of mold steel))





LP








Inch Calculation


Z = C + [(process temp °F – 68) x (0.0000063)] x A





A








1

_953471626

